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Policy Statement 
 
As an employer, the RM Maintenance is required by the Health and Safety at Work etc Act 1974 
to prepare and, as necessary revise a written statement on general policy with respect to the 
health and safety at work of its employees.  This statement includes the organisation and 
arrangements put in place to implement the policy.  The Policy shall be bought to the attention 
of all employees when any significant change takes place. The Health and Safety Policy will be 
reviewed at least annually, when a change in legislation deems it necessary or following an 
event that may dictate the need for an interim review e.g. major accident or incident.  RM 
undertake to carry on their business in a manner which will provide safe and healthy working 
conditions for their employees, contractors and those affected by our operations. 
 
Overall Aims 
 
RM aim to reduce the number and severity of accidents and loss incidents to as low a figure as 
is reasonably practicable, but we are aiming to at least halve the number of injury accidents 
occurring over each five-year period.  Our ultimate target is a zero accident rate. 
 
The health and safety of members of the public and other companies’ employees who may be 
affected by our work will also be safe guarded so far as is reasonably practicable.  Our 
employees will be provided with the training, information and guidance they need in order to 
fulfill their duties safely, with minimal risk to themselves or others.  In addition, the Company 
will ensure compliance with all the statutory requirements placed upon it by the relevant 
legislation relating to occupational health and safety. 
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Duties of Director 
 
• Ensure that all Directors act to ensure that management of health and safety is taken 

into account during board deliberations in line with the guidance published by the HSE 
• Set out clear lines of responsibility for occupational health and safety matters. 
• Ensure that sufficient resources are provided to ensure compliance with the relevant 

guidance and legislation; 
• Implement, monitor and review safe systems for hazardous work at all locations; 
• Ensure that risk assessments are carried out for work activities so that the hazard levels 

arising from that work can be analysed, eliminated or reduced 
• Arrange for regular inspections to be made of all places of work; 
• Maintain all places of work in a safe and clean condition, free of health risks; 
• Provide any necessary information and advice to employees and contractors, and 

maintain adequate induction schemes; 
• Set up and maintain systems for the recording and investigation of accidents, loss 

incidents, and dangerous occurrences.  Statistics will be reviewed and discussed at 
Board level.  Any trends will be identified and acted upon; 

• Implement appropriate new legislation within any specified time frames, and 
implement impending legislation before the due date if it is practicable to do so  

• Ensure that site managers hold all relevant statutory documentation. It must be 
available for inspection by any member of the workforce or by members of any 
enforcement agency; 

• Co-operate fully with the enforcement bodies and their representatives while they are 
carrying out their duties on any of the companies sites; 

• Ensure that systems are in place so that all tiers of management can exchange 
information with sub-contactors and others who may be affected by the Companies 
activities 

• Ensure that the training needs of the employees are met.  Records of training will be 
kept. 

• Appoint a competent person(s) as occupational health and safety advisers to provide 
advice and guidance to the company and its agents as required. 

 
Duties of Operations Manager, Site Managers and Supervisors. 
 
Managers and supervisors within the RM Maintenance are required by the company to perform 
their duties in a professional manner.  This requirement extends to their approach to the 
occupational health and safety of all company employees and others who might be affected. As 
the company’s agents, they have a responsibility to the people working in the area under their 
control. They will have the necessary training, knowledge and experience to allow them to carry 
out their duties in a competent fashion. 
 
While carrying out their daily duties, they should be aware of the risks and hazards associated 
with the activities under their control.  They are required to behave responsibly, setting a good 
example to the people under their control, and should not accept poor work practices.   
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They should maintain an acceptable level of site monitoring and act immediately to deal with 
any situation that could pose a threat to the safety or health of workers or others including 
emergency situations. 
 
They will provide regular reports and feedback to the relevant Director(s) regarding the Health 
& Safety performance of the business, its suppliers and subcontractors.  
 
Employees General Duties 
 
Employees must recognise that they will have a legal duty for their own safety and for the safety 
of other people with whom they work.  Within RM Maintenance, employees at all levels are 
encouraged to question the safe systems and procedures that apply to their workplaces.  They 
should report potential hazards to their line manager without delay. 
Workers should consider the safety aspects of a job at all times and must not use inferior or 
makeshift equipment.  They should not take short cuts to get the job done quickly if it entails 
unacceptable risk.  If any instruction or rule appears impractical or irrelevant it should 
immediately be brought to the attention of the line manager.  They should not be penalised by 
line managers for raising points of issue. 
 
Employees should not accept inferior work practices or working conditions.  Safety rules and 
procedures are drawn up for the benefit of employees and should be followed at all times.  
Failure to follow safety rules and requirements could lead to disciplinary action being taken 
against employees, supervisors or managers.  All employees must be aware of the risk potential 
of their workplaces. This will be achieved through adequate training, regular monitoring by line 
managers and through reinforcing visits from the Safety Consultant, MS Associates Safety Ltd. 
 
All Employees’ attention is brought to the wording Section 7(1) of the Health and Safety at Work 
etc. Act 1974 which states: “It shall be the duty of every employee while at work to take 
reasonable care for the health and safety of himself and other persons who may be affected 
by his acts or omissions at work”.  In other words, they should not allow a situation to develop 
where they know risks may be present and where any person could be injured. 
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Organisational Chart 
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Policy Statement 
 
RM Maintenance will promote a positive health and safety culture by demanding competence at all 
levels.  This will commence at the recruitment stage when all new staff, including those taken on 
temporarily will be adequately instructed and trained.  We will also expect our supply chain and 
contractors to buy into our approach to Health & Safety and adopt the same positive safety culture 
we promote among our employees.  This will be achieved through robust procurement 
arrangements and strong management at contracts and site level.  
 
The company will ensure that all employees have the skills needed to work to acceptable standards 
and will ensure resources are allocated to achieve this.  People undertaking process tasks will be 
assessed so managers can be comfortable that these individuals have the necessary training, 
knowledge and experience to carry out their duties safely.  Advice and guidance will be provided 
from our specialist assistance as necessary.  Suggestions for methods of improving management of 
health and safety will be welcomed form staff and contractors alike. 
 
Regular communications meetings will be held at head office which will be chaired by the Directors 
of the company and attended by all relevant company employees so that health & safety matters 
can be discussed and information exchanged. 
  
Contractors must work to at least the standards laid down by RM Maintenance Ltd.  Any information 
relevant to the task in hand must be provided on demand as required.  Any contracting company 
where five or more people are employed must provide a copy of their health and safety policy.  
Wherever necessary, risk assessments and method statements must be provided to management 
by the contractors prior to work commencing in accordance with our procurement policy. 
 
We will promote positive safety behaviors through incentives and suitable recognition.  We will also 
seek to discourage negative behaviors through regular monitoring and engagement but where 
necessary we will implement our disciplinary process.  
 
In all instances we will implement a safe system of work at each and every location and a method 
statement will be drawn up to cover the site-specific measures required to ensure risk is adequately 
managed. 
 
This policy will be reviewed at least once per year or more often if circumstances dictate.   
Signed:      Signed: 

 
 
Mark Robins       Matthew Stevens 
Director       MS Associates Safety Ltd   
July 2020      July 2020 
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GENERAL ARRANGEMENTS  
 
Construction Design & Management Regulations 2015 
 
The company is subject to the requirements of the Construction Design & Management Regulations 2015 or CDM but 
we do not generally undertake the role of principal contractor. 
 
Notification of Projects: 
A project is notifiable if the construction work on a construction site is scheduled to—  

• last longer than 30 working days and have more than 20 workers working simultaneously at any point in 
the project; or  

• exceed 500 person days.  
Where a project is notifiable, the client must give notice in writing to the Executive as soon as is practicable before the 
construction phase begins.  The notice must—  

• contain the particulars specified in Schedule 1;  
• be clearly displayed in the construction site office in a comprehensible form where it can be read by any 

worker engaged in the construction work; and  
• if necessary, be periodically updated.  

Generally speaking, the notification of a project would have occurred before RM has been required to tender for the 
works. As part of the pre-commencement process, RM should formally request the F10 as part of the tender package 
to ensure the company is aware of the appointees within the project. Where this document is not available or there are 
any doubt that the CDM process has been suitably applied to a project pre-tender, the employee appointed to work on 
the tender should contact the health and safety consultant for advice and support.  
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Pre-Construction Process: 
A general overview of the CDM 2015 pre-construction process is shown below for reference.  
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Construction Phase Process: 
In order to ensure compliance with CDM throughout the construction phase, the following process will be applied to all 
construction projects; 
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In both the above diagrams, the yellow references are relating to the “CDM Schedule of Communications” and relate to 
the documents contained in RM_PP_009 file folder within the RM CDM and Administration section of the Company 
Safety Management System. 
 
CDM Documentation required when operating as a Principal Contractor 
In liaison with the safety consultant, the designated Project Manager will produce documentation required under these 
regulations using the standard forms in the management folder as required, 

• RM_HSS_001 Construction Phase Plan 
• RM_PP_003 Fire Risk Assessment 

 
They will also ensure that the documents are correctly communicated and implemented on site.  In order to ensure 
project risks are clearly identified and managed as part of the pre-start planning process we will also develop the 
following Project Risk Assessment for each and every project we undertake, 

• RM_HSS_Method Statement 
• RM_HSS_Project Risk Assessment 

 
In addition the company understands its obligation under the regulations to provide operations, maintenance and other 
relevant information for the Health & Safety File for which will use our standard form, 

• RM_PP_005 Health and Safety File 
 

We also employ the services of external providers on our larger projects to collate and prepare H&S files/building 
manuals.  In this case that our external provider is collating the files they will ensure the required format is followed. 

General Duties under CDM2015; 
• A designer (including a principal designer) or contractor (including a principal contractor) appointed to work 

on a project must have the skills, knowledge and experience and, if they are an organisation, the organisational 
capability, necessary to fulfil the role that they are appointed to undertake, in a manner that secures the health 
and safety of any person affected by the project. A designer or contractor must not accept an appointment to 
a project unless they fulfil these conditions. 

• A person who is responsible for appointing a designer or contractor to carry out work on a project must take 
reasonable steps to satisfy themselves that the designer or contractor fulfils the above conditions. 

• A person with a duty or function under these Regulations must cooperate with any other person working on 
or in relation to a project, at the same or an adjoining construction site to the extent necessary to enable any 
person with a duty or function to fulfil that duty or function.  

• A person working on a project under the control of another must report to that person anything they are aware 
of in relation to the project which is likely to endanger their own health or safety or that of others.  

• Any person who is required by these Regulations to provide information or instruction must ensure the 
information or instruction is comprehensible and provided as soon as is practicable.  

The Principal Contractor’s Duties under CDM2015; 
Where the company is appointed by the Client as Principal Contractor, the following arrangements will apply to the 
operations/project for which the Company has been appointed as Principal Contractor. 

 
§ The principal contractor must plan, manage and monitor the construction phase and coordinate matters 

relating to health and safety during the construction phase to ensure that, so far as is reasonably practicable, 
construction work is carried out without risks to health or safety. 

§ In fulfilling these duties, the Principal Contractor must ensure that design, technical and organisational aspects 
are being decided in order to plan the various items or stages of work which are to take place simultaneously 
or in succession; and estimating the period of time required to complete the work or work stages, the principal 
contractor must take into account the general principles of prevention.  

§ In addition, the principal contractor must; 
§ organise cooperation between contractors (including successive contractors on the same construction 

site):  
§ coordinate implementation by the contractors of applicable legal requirements for health and safety; 
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§ ensure that employers and, if necessary for the protection of workers, self-employed persons apply 

the general principles of prevention in a consistent manner, and where required, follow the 
construction phase plan.  
 

§ The principal contractor must ensure that—  
§ a suitable site induction is provided;  
§ the necessary steps are taken to prevent access by unauthorised persons to the construction site;  
§ suitable welfare facilities are provided throughout the construction phase.  

 
§ The principal contractor must liaise with the principal designer for the duration of the principal designer’s 

appointment and share with the principal designer information relevant to the planning, management and 
monitoring of the pre-construction phase and the coordination of health and safety matters during the pre-
construction phase.  

 
We shall apply the above legislative requirements by implementing the following; 

• The regulations impose certain specific duties, whilst it is not a specified duty under the regulations, the 
approved code of practice requires that we ensure the Client is aware of his duties under CDM, has appointed 
a Principal Designer (whose details should be provided) and that the F10 has been issued. 

• Display, in a readable condition, the information notified to the Health and Safety Executive (F10) at a location 
where all at work on the construction site can read them. 

• The Company and its management are responsible for developing and implementing the Health and Safety 
Plan based on pre-construction information provided by the Principal Designer. 

• Organising arrangements for the control, co-ordination and co-operation between all Contractors involved in 
work on the construction site through meetings and correspondence. 

• Informing all Contractors, Sub-contractors and Self Employed persons, who are to work on the construction 
site, of those parts of the Safety Plan that affect their operations through the site induction process. 

• Informing all Contractors, Sub-contractors and Self Employed persons who are to work on the construction 
site, of those rules set out in the Safety Plan that are required for the health and safety of all persons working 
on the construction site. 

• Promptly provide the Principal Designer with any information brought to our attention or discovered during 
construction work that the Principal Designer should have for inclusion in his Health and Safety File. 

• Ensure that only authorised persons have access to the construction site and that effective measures are taken 
to prevent unauthorised entry to site during working hours and at any other time. 

• Ensure that contractors provide details of health and safety, inductions and other training given to their 
operatives who are to work on the construction site. 

• Hold regular site Health and Safety co-ordinating meetings during the project. These are to be held during 
normal working hours to ensure adequate communication of safety matters and promote worker involvement. 

• Ensure that all Contractors, Sub-contractors and Self Employed persons, who are to work on the construction 
site, report all injuries, diseases and dangerous occurrences to Site Management. 

• Ensure that suitable welfare facilities are available and maintained throughout the construction phase. 

Designers Duties under CDM2015; 
Generally speaking, where RM operates Design and Build contracts, the designer would be novated to RM for the 
duration of the contract and would remain as the Principal Designer. In this instance RM shall take suitable steps to 
ensure that the duties of designers are complied with by the novated designer. 
 
Where RM contract or employ designers to undertake design works during the construction period, for example 
mechanical and electrical designs, temporary works designs, scaffolding designs, interior designs etc, RM shall take 
suitable steps to ensure that the duties of designers are complied with by the appointed designer.  
Where an employee of the company specifies elements of construction work, either temporary or permanent 
installations, they can be considered a designer under the regulations. This may include Quantity Surveyors and Project 
Managers etc. In this instance RM shall take suitable steps to ensure that the duties of designers are complied with by 
that person. 
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The designers duties are; 

• A designer must not commence work in relation to a project unless satisfied that the client is aware of the 
duties owed by the client under these Regulations.  

• When preparing or modifying a design the designer must take into account the general principles of prevention 
and any pre-construction information to eliminate, so far as is reasonably practicable, foreseeable risks to the 
health or safety of any person—  

§ carrying out or liable to be affected by construction work;  
§ maintaining or cleaning a structure; or  
§ using a structure designed as a workplace.  

• If it is not possible to eliminate these risks, the designer must, so far as is reasonably practicable—  
§ take steps to reduce or, if that is not possible, control the risks through the subsequent design process;  
§ provide information about those risks to the principal designer; and  
§ ensure appropriate information is included in the health and safety file.  

• A designer must take all reasonable steps to provide, with the design, sufficient information about the design, 
construction or maintenance of the structure, to adequately assist the client, other designers and contractors 
to comply with their duties under these Regulations.  

 
The general principles of prevention are to:  

• avoid risks;  
• evaluate the risks which cannot be avoided;  
• combat the risks at source;  
• adapt the work to the individual, especially regarding the design of workplaces, the choice of work 

equipment and the choice of working and production methods, with a view, in particular, to alleviating 
monotonous work, work at a predetermined work rate and to reducing their effect on health;  

• adapt to technical progress;  
• replace the dangerous by the non-dangerous or the less dangerous;  
• develop a coherent overall prevention policy which covers technology, organisation of work, working 

conditions, social relationships and the influence of factors relating to the working environment;  
• give collective protective measures priority over individual protective measures; and  
• give appropriate instructions to employees.  

 

Risk Management Policy  
 
Under the Management of Health and Safety at Work Regulations, the Company is required to carry out a suitable and 
sufficient risk assessment for all work activities. We aim to promote forward thinking in terms of risk activities 
undertaken on our construction projects and have devised a Risk Management System intended to achieve this. The 
system will be operated on all construction projects and will be audited accordingly to ensure compliance.   
 
Project Planning (Site Wide Method Statement & Risk Assessment) 
As part of the project pre-planning phase and during the compilation of the Site-specific Method statement, the 
Operations Director will liaise with our safety consultant to formulate the Site Risk Assessment.  This is intended to 
identify and quantify the primary overarching hazards associated with undertaking the project as Contractor and 
includes design risks identified by the Principal Designer or those that relate to design elements. Reasonable and 
compliant hazard controls will be formulated, and these control measures will be written into the Method Statement.  
 
Risk Assessment through the Construction Phase: 
During the works, the Project supervisor will be responsible for maintaining the Site Wide Risk Assessment and ensuring 
that the relevant sections contained within are adequately communicated to the team and any sub-contractors carrying 
out the works for inclusion into that Sub-Contractors RAMS. Operations Director will be monitored on their operation 
of this system by our safety manager during the fortnightly safety inspections.  
 
Daily Sub-Contractor Co-Ordination and operation of the Daily Diary: 
Every day through the construction phase, before sub-contractors will be allowed to put their operatives to work, a sub-
contractor co-ordination meeting will be held by the Project Manager where all sub-contract supervisors will meet and 
discuss upcoming hazards and risks, and how their activities may affect others. The Project manager will ensure the 
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supervisor is aware of the requirements of the RAMS relating to the activity the sub-contractor is undertaking that day 
and the Project Manager will record any significant results of these meetings within the Health and Safety Section of 
the Daily Diary. 
 
Risk Assessment and Method Statements – Sub-Contractor Control 
The majority of our works are undertaken by subcontractors or subcontractor labour. The provisions of the Site Wide 
Risk Assessment, as it relates to that contractors works package identified at procurement stage, will be written into 
the Site Wide Risk Assessment Part 2 and communicated to the contractor as above, and a date will be set for submittal 
of the RAMS associated with that works package. As a general rule we require these documents no later than one week 
before commencement of the works.   
 
The Site Wide Risk Assessment Part 2 will form part of the overall safety management folder and will be updated and 
reviewed on a regular basis.  Where new assessments are undertaken or old assessments are reviewed the Site Wide 
Risk Assessment Part 2 will be updated accordingly. 
 
The Project Manager will review the RAMS issued by that contractor against our “10 point system” using our RAMS 
Checklist (RM_HSS_004b). The Project Manager has the right to prevent works commencing until he or she is satisfied 
that the RAMS adequately communicate the work methods to the reader. This check list will be filed within the site 
safety folder as a facing page for each contractors RAMS.  
 
As RAMS are reviewed and approved, the Project Manager will maintain a record of each document within the RAMS 
register sheet located within the site safety folder (RM_HSS_004a). 

 
Special Assessments 
 
The company recognises that certain specialist assessments are required particularly in relation to, Pregnant or nursing 
mothers, Young Persons and Fire Safety.   

 
Young Persons and Vulnerable Persons 
As a minimum all employees or construction site operatives under the age of 18, or those considered to be vulnerable 
to the hazards associated with the construction activities (for example pregnant/nursing mothers, the partially sighted 
or blind and/or those with disability) will be specifically assessed and in addition where the management consider that 
an employee lacks relevant training, experience and general competence a similar assessment will be undertaken.  
Individual assessments will always involve direct consultation with the individual to explain the process and agree 
control measures. Furthermore, additional assessments will be undertaken for specific persons as required by the 
regulations. These include pregnant or nursing mothers, and those with sensory impairment. 
 
Fire Risk Assessment (Office) 
A fire risk assessment (RM_PP_003) will be undertaken for the main office building by our Safety Consultant. This 
document will be reviewed at least annually and at any time that the use or occupation of the office changes. Kai Midgley 
and Lisa Penfold will be responsible to ensure the provisions and recommendations of this risk assessment are actioned 
within the timescales identified within the document.  
 
Fire Risk Assessment (Construction Projects) 
For remote sites, a construction phase Fire Risk Assessment will be undertaken upon occupation of the site (see form 
RM_HSS_009a) and a copy will be held for regular review in the site safety management folder.  Forms are held within 
the safety management folder to deal with other specialist assessments such as Manual Handling and COSHH.   

 
Health and Safety Training & Information 
 
Employee Training 
The company has embarked on a program of Health & Safety training at all levels of the organisation.  It recognises the 
importance of training the workforce to allow the company to compete in the marketplace, develop and grow and to 
improve personal achievement within the organisation.   
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The company will implement an induction-training program for all new employees and an ongoing program of Health 
& Safety training of both a general and job specific nature.  The program for each individual will be formulated based 
on the individual’s roles within the organisation and personal development goals discussed in regular appraisals. 
 
Additionally, training needs will be regularly analysed and used to form the company training matrix, which will be 
regularly updated and managed by Mark Robins.  Records of all training will be maintained and managed by head office 
and appropriate refresher courses organised when applicable.  
 
Construction Site Inductions 
Site level inductions will be conducted by the project manager (or designated deputy) and recorded in the Induction 
Register (RM_HSS_003b).  The Induction consists of a general PowerPoint presentation (RM_HSS_003a) and is intended 
to be made site specific by the Project Manager when occupying the construction premises. Competence records 
(including SPA, PASMA, IPAF and CISRS) shall be gathered at the induction and stored within the site safety folder. The 
Project manager shall ensure that every measure has been taken to ensure that the any sub-contract supervisor has 
adequately briefed the operatives undertaking the task on the agreed content of the RAMS associated with that activity.  
 
Visitors inductions 
Visitors to our construction site will be given an alternative shorter induction and will be required to complete the 
Visitors Induction form (RM_HSS_003c). Those entering an RM project under a visitors induction must be escorted by 
the Project Manager at all times when within construction areas.  
 
Construction Site Toolbox Talks 
RM use toolbox talks through the construction period as management tool to ensure that communication of safety 
requirements or disciplinary action to sub-contract supervisors and operatives are recorded as required. This may arise 
from non-compliances to this health and safety policy or general statutory provisions, may be instructed by our external 
safety consultant following a normal safety inspection, or may cover company-wide safety notices or instructions 
following incidents on other construction projects or industry-wide safety alerts. Records of such toolbox talks shall be 
maintained using the Toolbox talk form (RM_HSS_011a). 
  

Reporting of Accidents/Incidents 
 
All operatives and staff have a role to play in reporting accidents/incidents efficiently and effectively and the company 
will actively promote the reporting of accidents that occur in the workplace.  
 
All accidents/incidents, be it in the office or on a site, however minor, will be entered into the accident book.  It is 
important that if an accident occurs on site, then it is reported to the project manager who can ensure that the accident 
is recorded.  It is then the duty of the project manager to inform head office of the accident and return the completed 
Accident/Incident report form (RM_HSS_012a) back to head office for further consideration/investigation where 
necessary.  This incident form should be used as soon as possible and may be used to inform any future investigation.  
 
The office manager, upon receipt of the report will contact our external safety consultants as soon as possible to report 
the incident/accident. The necessary contacts at MSA Safety Ltd are either Office (02380669305) or Matthew Stevens 
Mobile (07779 110768). Our consultant will then advise on the resulting actions, including incident investigation, 
RIDDOR reporting, and methods or policy review(s) required to prevent a reoccurrence. Our Safety Consultants will 
maintain the company internal accident statistics and report these to the board within each quarterly board report. 
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Accident and Incident Investigation 
 
In order to learn more from accidents that take place the company will investigate all injury accidents and near miss 
incidents involving persons and property other than where the incident is deemed to be minor.  The results from any 
investigation will help to prevent further accidents and may well instigate further procedures to help prevent them.  
Each circumstance will be different however; accident investigations will usually lead to a change in the risk assessment 
or even policy arrangements.  Investigations will include employee interviews, statements and site visits.  Our safety 
consultant will investigate all RIDDOR reportable accidents and incidents.  

 
Accident Records 
 
Any accident or incident arising through RM Contractors undertakings shall be reported in accordance with the 
flowchart on the previous page using our internal accident report form (RM_HSS_012a) directly to Lisa Penfold. Records 
will be held on file and where appropriate statistical information will be analysed to establish trends, patterns and 
repetitive occurrences.  Records (accident books and any RIDDOR reports) will be held on file for at least three years 
and reviewed thereafter to establish the need for longer term archiving.  Accidents resulting in loss or injury will be 
reviewed by the Directors to establish a review of corrective actions. 
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Alcohol, Drugs & Smoking Policy 
 
The company considers that individuals under the influence of drugs and/or alcohol present a serious danger to 
themselves and others around them whilst at work.  This is of particular importance in the construction industry in light 
of the hazards present in the workplace. Employees and/or contractor operatives found to be using alcohol or drugs 
(which have not been prescribed by a doctor) during working hours will face disciplinary action and possibly dismissal.  
 
Those employees who are required to take prescription drugs for an illness or ailment are requested to disclose this to 
the Project Manager during the site induction and are requested to seek the advice of there doctor regarding the 
possible side effects of any such drug and likely effects in the workplace (for example drowsiness or loss of 
concentration).  These effects should be reported to the Project Manager and persons may be required to undertake 
light duties or abstain from work. 
 
The company operates a No Smoking policy at the Head Office and throughout our construction projects in accordance 
with current legislation and to maintain fire protection. Construction sites shall be planned to ensure there is a suitable 
designated area for smokers, adequately covered and fire protected with a portable extinguisher(s) and a sand bucket 
for extinguishing cigarette ends. Those who wish to smoke are requested to do so in these designated external areas 
only. Should any person be found smoking within a construction site the Project Manager, Operations Manager, 
Directors and/or Safety Consultant is empowered to dismiss this individual immediately. 

 
Company Driving Policy & Vehicle Management 
 
The company recognises employees as representatives of the company whilst driving at work and requires that all 
employees observe the highway-code as a minimum requirement.  All employees have a duty to ensure that the vehicle 
is road worthy on a daily basis.  Checking of tyres, lights and other essential features of the vehicle is the employee’s 
duty and correct use of the vehicle is also important.   
 
Operatives have a duty to ensure that all journeys are properly pre-planned and that the office is aware of your intended 
destination.  Regular breaks are necessary particularly when driving for more than an hour in one continuous driving 
period.  Drinking any amount of alcohol is strictly forbidden and the company does not allow the use of hand held mobile 
telephones whilst driving.  Should telephone calls be made in the car a suitable parking place should be sought and the 
vehicle should be stationary prior to making the call.   
 
Where deliveries are accepted to site they will follow our site specific Traffic Management Plan which will be developed 
as part of the Construction Phase Plan.  The Traffic Management Plan will describe the arrangements for deliveries, 
material movements and vehicle/pedestrian segregation.  In addition arrangements to provide banksmen and other 
attendance at deliveries and junctions will be detailed.    

 
First Aid 
 
The Company shall provide or ensure that there are provided, such equipment and facilities as are adequate and 
appropriate in the circumstances for enabling first aid to be rendered to their employees and others on site if they are 
injured or become ill at work. 
 
The Company shall ensure that adequate person(s) trained in First Aid shall be present on every site, whether this person 
is an employee of the Company, or where the client employs this person if the Company makes adequate agreements 
to share the provision. 
 
Employees and sub-contractors will be informed of the company’s first aid arrangements and the identities of trained 
First Aiders via the induction talk and by the use of notices.  Notices will include the name(s) of site first aiders, where 
attention can be sought and where first aid equipment is held and how to get to the nearest A&E Hospital.   
 



RM Maintenance Ltd 
H&S POLICY  
 

 
H&S Policy JULY 2019           
    Page 19 of 35 

 
Where employees leave the company premises to carry out work on behalf of the company, they shall be provided with 
a first aid box suitable for the works that they are to carry out.  First Aid boxes and other related equipment will be 
regularly checked to ensure that all items are fully stocked and that the box is ready for use at all times. 
 
First Aid training will be provided to Site Foremen to the appropriate level e.g. Full First Aid or Appointed persons training 
and these requirements will be identified as part of the company training programme and recorded within the company 
training matrix.  Other persons (for example nominated site foremen) may be required to undertake basic life saving 
first aid training as identified. 

Sub-Contract Procurement 
 
It is of paramount importance that the Company employ only competent sub-contractors.  Although competence can 
rarely be guaranteed the Company will endeavour to ‘vet’ contractors prior to placing sub-contract orders. 
 
Prior to any appointment the Operations Director & Project Manager will discuss whether the sub-contractor is 
competent and will undertake a responsible attitude to Health and Safety.  This will be ascertained by past experience, 
references, interviews, evidence of qualifications and method statements etc and will be undertaken for contractors 
who are “new” to the Company during our formal Pre-Let meetings. These meetings will include detailed questioning 
on the company attitude and outlook to health and Safety, their Insurances, Policy, Safety Record and Review of the 
contractor’s method statements and risk assessments. Contractors that provided satisfactory replies will be added to 
our approved subcontract register.  We will also request information regarding previous HSE actions and ask for external 
accreditations such as CHAS, Safe Contractor and EXOR (etc) as evidence of stage 1 H&S competence.  
 
Where a sub-contractor is appointed, the terms and conditions of their sub-contract require them to comply with the 
relevant Health and Safety matters and to convey this information including assessments, method statements, proof of 
training certification etc, to the Company and to their operatives prior to the commencement on site.  Each and every 
subcontractor employed by RM will work closely and consistently alongside RM employees and will be supervised and 
monitored regularly by the RM site Supervisor to ensure that the sub-contractor complies with our policies and 
procedures.    
 
Where a sub-contractor is issued with ‘supply and fit’ contract information will be requested regarding the materials 
used/provided.  Suppliers are required to supply adequate Health and Safety information to support their products and 
this information may be required for relevant Health & Safety Files/Building manuals. 
 
Subcontractors who repeatedly fail to adhere to our terms and conditions may be removed from our approved list.  All 
subcontractors will be reviewed annually to ensure they still meet our standards and where this is not the case their 
ongoing status on our list will be reviewed.  

 
Consultation with Employees 
 
The company understands the importance of consulting with employees on matters of health & safety and will 
undertake to do so on a regular basis.  Any concerns raised will be feed back through the contracts managers for 
appropriate action.  Where issues are repeatedly raised without satisfactory resolution the matter will be raised at the 
regular management meetings for discussion.  Regular management meetings will always include health & safety as an 
agenda item and would typically include a review of risk assessments, accidents, training and relevant procedures.  All 
employees attend appraisal meetings with managers which provide a further outlet to raise concerns and address issues 
relating to Health & Safety. 
 
Personal Safety & Lone Working 
 
All staff are reminded of their general duty to look after their own health & safety, that of others they work with and 
the public at large.  Horseplay and generally irresponsible behaviour will not be tolerated on company premises or third 
party sites.  Be aware of your surroundings at all times particularly when you are alone in the office, on site or travelling 
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to and from site.  Ensure that you are able to communicate quickly and easily with your manager and always notify a 
member of staff or office reception of your intended destination and approximate time for return.    
 
In addition we are keen to promote good safety practice in the home and encourage employees to keep safety in mind 
both at work and in the home.  Accidents and incidents outside of the working environment account for a significant 
percentage of “time lost” injuries and this is an additional cost to the business.  Many are sporting injuries or as a result 
of DIY activities.  We do not discourage our employees from these important activities but request that safety remains 
a consideration for employees outside of working hours.  Employee’s personal safety and that of their family’s is 
important to the business and our long-term objectives for success. 

Mental Health & Stress 
 
We all suffer from varying levels of stress both at home and at work from time to time.  We understand that individuals 
have differing tolerances to stress at work however we also believe that it is important for employees to recognise the 
symptoms or adverse affects as early as possible.  If an employee is concerned about their workload, working practices 
or even a problem outside of the workplace they are actively encouraged to discuss this with a colleague or line 
manager.  We are still a relatively small organisation with a close team and consider that discussing any problem that is 
adding to stress levels will be viewed with reason and support.  The Directors generally operate and “open door” policy 
and all employees should be assured that where matters of concern are discussed with Directors they will be treated 
with the utmost confidentiality. 
 
In extreme cases where internal support is not sufficient we may offer external counselling by a specialist to assess the 
situation and establish a program for ongoing support.  

 
Non-English Speaking Personnel 
 
Hazards arising from non-English speaking personnel require that RM take a robust position on the persons that work 
on our construction sites. Where possible, we will avoid the use of non-English speaking personnel working upon our 
construction sites by agreement with our sub-contractor suppliers. This will be discussed within our pre-let meetings. 
Where this is not possible, we will stipulate that any non-English speaking operative is accompanied by a person who is 
able to translate the provisions of our site induction process, emergency procedures and contents of the contractors 
Risk Assessments and method Statements to the non-English speaking operative. The site manager will be responsible 
for satisfying himself that the non-English speaking operative understands the safety provisions provided upon that 
premises before he is put to work. If the site manager is not satisfied that the operative understands the safety 
provisions particular to that site, nor the contents of the method Statement provided by his employer, he is authorised 
to prevent that operative from working upon an RM site without exception. 
 
Additionally, in instances where the Site Manager is satisfied that the translator has adequately communicated the 
safety procedures relating to that persons activities to the non-English speaking personnel and where they have been 
authorised to proceed with their operations, a site based risk assessment will be undertaken by the site manager to 
determine any further controls that may be required. For example multi language safety signage. 

 
Other Policies 
 
We also operate policies to manage Equal Opportunities in employment, Environmental Protection and Working Time 
Regulations.  
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SITE SAFETY ARRANGEMENTS  
 
Work at Height 
 
The Working at Height Regulations 2005 require specific arrangements in relation to selection, use and inspection of 
equipment and places of work at height.  Working platforms, edge protection and fall arrest equipment shall be 
provided and maintained in accordance with the regulations and subject to the findings of a risk assessment.  
  
The Risk Assessment should take into account the following: 

•         Location and proximity to other hazards e.g. overhead obstructions/cables 
•         Duration of work 
•         Type and weight of materials 
•         Number of workers 
•         Ground conditions 
•         Other contractors working close by or members of the public 
•         Weather conditions (this must be continually monitored). 

  
When considering all these factors it is important that the safest access equipment is selected for the given task, in 
particular the selection of equipment that prioritises general protection measures over individual; that avoids the use 
of ladders or step ladders in favour of working platforms and that ensures work at height is carried out with minimum 
risk to those carrying out the work and others affected by the work. 
  
Use of Ladders, Stepladders and Podium Steps 
For short duration works ladders or stepladders can be selected for use however our clients do not generally accept the 
use of ladders and this requires very specific risk assessment if proposed. Sub-Contractor RAMS associated with that 
work activity must justify that choice and consider additional safety measures, i.e. ladder ties, out-stays, suitable training 
for operatives. We will inspect such equipment on RM sites as part of the regular safety inspections and all stepladders 
and ladders must be subject to inspection in accordance with the inspection requirements detailed below. 
 
Where Podium steps are identified as the preferred means of access within sub-contractors RAMS, those podiums must 
be subject to inspection in accordance with the inspection requirements detailed below.  
  
Mobile Aluminium Scaffold Towers (MASTs) 
Operatives erecting MASTs will be expected to be PASMA trained or supervised by someone who is PASMA trained and 
must have a copy of the manufacturers instruction manual prior to erecting or altering MASTs.  
 
Inspections of Low level Access Equipment 
All stepladders, podium steps and MASTs must be subject to regular inspection by the contractor bringing the 
equipment onto an RM site. Contractors shall be expected to provide evidence of these inspections to the RM Project 
Manager.  The contractor will be asked to make an entry of inspections within the RM Access Equipment Register 
(RM_HSS_006b) located within the site safety folder, whether they operate their own inspection system or not. 
Inspections are required upon initial erection, after any substantial alteration or adaption and in any case at intervals 
no longer than 7 days. 
  
Tube and Fitting Scaffolding 
If scaffolding is to be used, then it must be erected in accordance with TG20:13 and by competent CISRS qualified 
scaffolders.  Where scaffold requirements fall outside of the “Standard Designs” laid down by TG20:13, a specific design 
shall be sought. Advice regarding the requirement for designs will be sought from our external safety consultant. Formal 
handover inspections will wherever possible be undertaken by our external safety consultant before accepting the 
handover certification. If this is not possible for whatever reason, the formal handover inspection will be undertaken by 
the RM Project Manager with assistance from the scaffolding contractors supervisor.  Further Handover Inspections 
following any significant alteration or adaption will be undertaken either by the Project Manager or the Safety 
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Consultant as deemed necessary depending on the extent of the adaption or alteration. Weekly inspection of scaffolds 
must be carried as a minimum and this will generally be the RM Project manager, supplemented by the external safety 
consultant where deemed necessary and records kept within the Scaffolding Inspection register (RM_HSS_006a). 
 
 
 

Control of Substances Hazardous to Health (COSHH) 
 
To comply with the Control of Substances Hazardous to Health Regulations 2002, the Company will apply the following:- 
• Prioritise the use of alternatives (less hazardous products) or processes that do present health risks. 
• Keep an inventory of all the chemicals used in production, maintenance, cleaning etc. 
• Identify the point of use for each substance. 
• Whenever possible rationalise the use of chemicals - e.g. only one form of brick cleaner 
• Obtain information (material hazard data sheets) from the manufacturers or suppliers of each substance. 
• Carry out a COSHH assessment stating control measures required to control or prevent the risk. 
• Monitor the effectiveness of (1-6). 
• Develop and commence a training programme informing users of risks. 
• Any personal protective equipment required during the use of the substance shall be provided and maintained by 

the company.  Employees are required to notify their foremen if the PPE is no longer serviceable.  Employees are 
expected to co-operate with the company and comply with the Regulations. 

• Keep records and documentation on each assessed substance. 
• Keep all chemicals in safe places locked, and marked where necessary. 
• Any chemical identified as requiring special needs other than described above will be stored as per relevant 

regulations/ manufacturers recommendations. 
Material Safety Data sheets (MSDS) will be requested form manufacturers and used undertake the COSHH assessment.  
The MSDS will accompany the COSHH assessment, which will be added to the site safety folder.  COSHH assessments 
will be communicated to those using the products and relevant equipment will be issued for use.  Where necessary 
training will be rendered to ensure the safe use of any such equipment.  
 
We will prioritise the use of suitable engineering controls to minimise risks relating to airborne exposure however where 
the use of RPE is unavoidable or still required as a precaution we will ensure users undertake a face fit test and that 
records are held of which equipment is appropriate for a given user.  
 
Health Surveillance 
The use of certain products and substance will dictate the need to carry out Health Surveillance for employees.  This is 
intended as a health check to ensure that employees are not suffering ill effects from the working processes or use of 
such products and substances at work.  Risk Assessments will identify where Health Surveillance is necessary for 
example where vibrating tools are used or dangerous substances handled.  The duty to provide health Surveillance is 
down to the employer, we will ensure that adequate health surveillance is provided to our employees and will check 
that our subcontractors have suitable arrangements.   
 
We include within our site induction a brief questionnaire about existing medical conditions.  This is intended to 
establish is any existing conditions affect the individual’s ability to undertake the work and to avoid aggravating any pre-
existing conditions.  We hold a guidance sheet for health surveillance in our safety management folder and issue basic 
questionnaires to all staff to monitor the workforce for ongoing health and fitness for work.  This includes questions 
about basic health risks at work, particularly, noise, vibration, lung function and skin condition.  The questionnaire is 
intended as an initial assessment, where problems are identified we may seek further advice and input from an 
occupational health specialist.  This will be rolled out to employees only.  Contractors will be encouraged to engage in 
occupational health programs at site level through toolbox talks and notices. 
 
Health Hazards 
As described above in the section headed COSHH it is essential that all potential health hazards are properly assessed 
and suitable controls devised to control the risk.  Health Hazards come in various forms and modes and it is important 
that employees and managers are adequately trained to recognise there potential.  All Health Hazards fall into three 
categories, Physical, Chemical and Biological.  The following is not an exhaustive list but relevant as a guide.  Physical 
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hazards include, Noise, Vibration, Heat, Cold and the elements of the earth e.g. Earth, Wind, Water, Fire and Radiation. 
Chemical hazards include, organic chemicals, natural gases, petrochemicals, solvents, fibrous minerals and heavy metals 
(particularly Lead). Biological hazards include, communicable diseases, infections, waste products, micro organisms, 
Zoonosis and blood borne pathogens.  

 
 
Infection Control 
The recent coronavirus outbreak has brought infection control issues and control measures into very strong focus.  
Fighting this particular disease has required personal isolation to minimize the spread but like any infectious diseases 
the main control measures have much in common, coughs, sneezes and hand contact are the are the primary means 
of infection. 
 
To minimise transfer of infectious disease the following general principles apply in almost all circumstances, 

• Ensure regular and thorough washing of hands. 
• Catch sneezes and coughs in tissues or similar and ensure safe disposal. 
• Avoid unnecessary contact with others and try not to share tools or utensils. 
• Ensure thorough cleaning of surfaces, door handles and other building features that are regularly touched by 

staff or visitors. 
Whilst the above are very general precautions they serve to minimise a large variety of known diseases.  Further 
specific guidance on covid-19 has been added to appendix 3 of this policy.  At the time of the review the latest version 
of the covid-19 guidance is CLC SOP.  As and when this guidance changes we will review our risk assessment and 
include the latest version in our site arrangements/method statement and ensure suitable communication to staff, 
contractors and relevant others. 

 
Asbestos 
 
The company is often involved in works where asbestos containing materials (ACM’s) are present.  Information will be 
sought from the client/building owner as to the type, nature and amount of asbestos present and carry out a suitable 
risk assessment to manage this material.  Clients/building owners must now provide a copy of their asbestos 
management plan and this would typically be included in the pre-construction information for all notifiable projects.  If 
this management plan is not present or available works should not proceed and advice sought form our safety 
consultants. The management plan will be used to inform the site wide risk assessment and identify the need and degree 
of any further survey(s). 
 
Where asbestos management plans and/or refurbishment and demolition surveys are provided, any ACM identified 
within them should be clearly identified and marked prior to commencing the works.  Information about existing ACM’s 
should also be included in site inductions to advise all on site of their presence and minimise the risk of accidental 
contact/disturbance or removal of the material without the required precautions. In most cases a licensed contractor 
will be required for removal however advice should be sought form our safety consultant regarding the need for a 
licensed contractor. 
 
It is essential that all contractors follow the procedures laid down in relevant method statements with due regard for 
the potential presence of ACM’s. Employees and Operatives working on any site where the presence of asbestos has 
been confirmed by survey shall be required to hold appropriate asbestos awareness training. Certification to show that 
such training is current will be requested during the site induction.  
 
All operatives have a role to play in ensuring that any suspect material is reported to their supervisor immediately.  If in 
doubt operatives should cease work powering down tools and equipment and leaving the work area immediately.  The 
area should be temporarily sealed and appropriate signage posted, pending an investigation by a specialist.  Operatives 
must not assume that fibrous materials do not contain asbestos, they must check to confirm. 
 
Where short terms works on asbestos containing material is unavoidable (for example when making an area safe 
following the accidental uncontrolled disturbance of a suspected ACM) we will employ the methodologies and risk 
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control strategies detailed in the HSE: Asbestos Essentials Manual (HSG210) in order to formulate a specific method 
statement. 
 
Asbestos Emergency Procedure 
In the event of an Asbestos incident on site, either the uncovering of a suspected ACM within the building fabric that 
has not been previously identified during the construction works, or any other incident involving ACM that may have 
been disturbed, the following emergency procedure will be put into place; 

a. Works in the area will stop immediately and the area will be sealed off. 
b. A sample will be taken of the material by a licensed contractor to confirm its content and from this a risk 

assessment will be undertaken with assistance from our safety consultants to determine the most appropriate 
course of action. 

c. If the material has been disturbed with the potential to release fibre into the air, any operative that may have 
been exposed will proceed to the welfare arrangements and decontaminate themselves, including the 
removing of clothing. The welfare facilities will need to be sealed and decontaminated by a licensed contractor. 

d. The area where the suspected incident occurred will be sealed and all accesses taped up with Duct tape and 
signed with Asbestos warning signage. 

e. A licensed contractor will be employed to undertake an air test of the suspected area and provide a certificate 
of reassurance. 

f. If the air test comes back as positive, or it is confirmed by other means that the material contains asbestos, a 
sample of the material will be taken for analysis and the licensed contractor will be instructed to undertake 
decontamination of the area as soon as possible under controlled conditions. 

g. The area will only be re-occupied upon receipt of a certificate of reassurance indicating that the levels within 
the area are <0.01 f/ml. 

h. Our Health and Safety Consultants will be consulted to advise on the need to notify the incident as a Dangerous 
Occurrence under RIDDOR. 

We will also maintain an asbestos management plan for our head office premise. 
 

Fire Safety on Construction Sites 
 
Fire safety management will be identified through the Construction Phase Health & Safety Plan and shall account for 
Means of Escape, Means of Detection and Alarm, Fire Extinguishing Media and the overlap with the Client or other 
occupiers fire processes as applicable. Arrangements will be devised to comply with current guidance on Fire 
Precautions on construction sites i.e. The RSA’s The Joint Code of Practice on the Protection from Fire of Construction 
Sites and Buildings Undergoing Renovation. 
 
Construction sites will be subject to a Fire Risk Assessment under the Fire Regulatory reform Order within the first week 
of site occupation. This fire Risk Assessment is document (RM_HSS_009a) within the RM Site Safety Folder. This 
assessment will be subject to constant review and formal update at least every 14 days, usually as part of the Safety 
Inspection regime by our external consultant, in liaison with the RM Project Manager. 
 

Noise & Vibration 
 
There is a statutory duty to control noise and to protect employees and other persons from its effects. Excessive noise 
can cause permanent damage to the hearing of those exposed to it. Noise is also a source of annoyance and disruption, 
and may directly or indirectly increase the risk of accidents. Every practicable step will be taken by the company to 
control noise. 

 
Where RM believe that noise may be approaching the first action level (see below), then a competent person will 
undertake a noise survey of the area.  The noise levels set in the revised Noise at Work Regulations will be used for the 
introduction of control measures following this survey as follows, 80 dB(a) hearing protection will be provided, 85 dB(a) 
hearing protection will be provided and its use enforced, protection zones will be marked and signed and management 
procedures will be implemented to minimise staff in the affected area.  

 
If employees are liable to be exposed to noise at or above first action level, then assessments will be made and records 
kept.  Where the noise is at or above second action level, the noise will be reduced as far as is practicable by means 
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other than ear protectors.  All employees will wear ear protectors when the noise is greater than first action level.  Rule 
of thumb guide: If you have to shout to speak to someone at 2 meters, then the noise exposure is approximately 80-85 
If you have to shout at 1 meter, then the noise exposure is approximately 85 dB(A). 
 
Noise and its effects are also heavily influenced by levels of vibration.  Vibrating plant, machinery and portable tools can 
amplify the effects of noise but in addition carry with them their own health effects.  Hand Arm Vibration (HAV) is a 
know condition caused by repetitive and continued use of vibrating equipment such as road drills, breakers and in some 
cases small tools.  This can lead to Vibration white finger (loss of hand and finger articulation due to vibration damage) 
and requires adequate control.  Risk Assessments are required to reduce this potential hazard especially for high-risk 
groups such as those using pneumatic road breakers and other percussive plant.  In general affects can be best avoided 
by mechanizing the operation, where hand held equipment is used ensure hands are kept warm, use up to date well 
maintained equipment, reduce the time spent using vibrating tools and where this is unavoidable rotate job tasks to 
dilute the exposure.  
 
We will ensure that subcontractors assess the potential exposure of vibrating tools by establishing the output of the 
equipment (usually available from the manufacturer, hirer or internet-based data logs).  We expect those contractors 
identifying the risk of exposure to vibration to maintain records of exposure times per operative to ensure that this is 
kept below acceptable limits i.e. the ELV.  Where the contractor does not have adequate records of exposure our 
external safety consultants will be consulted and will provide an appropriate system for the contractor to use. 
 
Personal Protective Equipment 
 
The Company shall ensure that suitable PPE is provided to their employees who may be exposed to a risk to their health 
and safety while at work, except where and to the extent that such a risk has been adequately controlled by other 
means that are equally or more effective. 
 
PPE must: - 

• Be appropriate for the risks involved and the conditions at the work place where the exposure to risk may 
occur. 

• Take into account the state of health of persons wearing it. 
• Ensure the ergonomic requirements are met. 
• So far as is reasonably practicable, be effective in preventing or adequately controlling the risks involved 

without increasing the overall risk. 
• Be compatible with other risk reducing measures. 

 
Within the Site Wide Risk Assessment, RM will carry out an assessment of site risks before clarifying rules about the use 
of any PPE to ensure that it is suitable, that it is used as a 'last resort' and that the risk cannot be eliminated by other 
means. Whenever the task or place of work changes, a reassessment shall take place.  Records will be kept of all 
assessments and use of PPE. Employees are required to notify their line manager if the PPE is no longer serviceable and 
request replacement. 
 
Head Protection 
Our main contract site operations will involve a blanket rule for the wearing of hard hats, safety footwear and hi-visibility 
clothing.  This will be confirmed in the site induction and site rules.  We will also retain additional spare equipment to 
issue to visitors or others if necessary.  When issued to subcontractors this may be charged to the contract. 
Typically, Head Protection use is required at all times on RM Construction sites. However, where the risk of injury is 
negligible (i.e. no overhead working), and the Site Manager deems the area safe, then hard hats may be taken off, so 
long as they are kept with the operative at all times.  It is preferable that written approval for not wearing hard hats is 
obtained.  Hard hats must be the “impact” protection standard as a minimum. 

 

Housekeeping 
The Company believes that poor housekeeping can be a cause for accidents.  This includes spillages, articles left in access 
ways and inadequate systems for storage of refuse.  All employees and sub-contractors are required to maintain access 
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routes and work areas in as clean a state as far as is reasonably practicable.  “Skyhook” cable management systems will 
be employed in all primary access and fire escape routes to keep trailing leads above head height.  
 
Waste materials must not be allowed to accumulate except in suitable receptacles. Stores on construction sites shall be 
kept tidy, with materials stored as recommended by the manufacturer. 

 
Electrical Safety 
 
The Company only permits persons classed as 'competent' under the Electricity at Work Regulations 1989, to work on 
electrical equipment. All electrical work carried out on behalf of RM will be in accordance with the latest regulations 
published by the Institute of Electrical Engineers for Electrical Installations. 
 
Under the Electricity at Work Regulations there is a statutory requirement to maintain electrical equipment in a safe 
condition so that users are protected from such hazards as electric shock, burns or fire.  Periodic User Checks, formal 
Visual Inspection and Portable Appliance Testing (PAT) for office appliances and construction site electrical tools and 
equipment will be arranged in accordance with the requirements of the IET code of conduct published by City and Guilds 
and is as follows: 
 
Note that user checks and visual inspections are not recorded unless a fault is found. PAT testing must be recorded. If 
the class of appliance (i.e. Class 2 equipment is double insulated, all others are class 1), then it must be treated as a Class 
1 appliance. 
 
We shall employ an external electrician to undertake our PAT testing for office facilities. PAT testing stickers will be 
applied and maintained.  
 
No employee is to knowingly use defective equipment. The Company expects employees to report all defects for repair 
before equipment is used. These guidelines apply whether the equipment is owned by the company or hired.  Any 
defects will be reported to the supervisor or site manager for further action. 
 
On Site PAT testing  
We expect our sub-contractors and suppliers of hired equipment to only bring suitable electrical tools and equipment 
with them onto our construction sites and that equipment is PAT tested to the intervals described above. This will be 
audited on a regular basis by the Project Manager and during regular site safety inspections by our external safety 
consultants.  
 
RM reserve the right to prevent the use of or remove any equipment that is damaged, in poor condition and/or does 
not hold or is unable to display suitable PAT test evidence. RM may, where works programmes may be affected by the 
above, undertake a site wide PAT test of all electrical equipment and reserve the right to produce a counter-charge to 
the contractors in question to cover the costs of such a test. 

 
Manual Handling 
 
All loading and unloading involves lifting and handling to some extent. Although mechanical equipment should be used 
whenever practicable, much of the work will inevitably continue to be carried out manually. The risk of injury can be 
greatly reduced by a knowledge and application of correct lifting and handling techniques. 
 
This company will comply with these regulations by carrying out the following:- 

• Avoiding hazardous manual handling operations as far as is reasonably practicable through good design of 
traffic and delivery routes, getting materials as close to the point of use as possible. 

• Plan and design site logistics to minimise the volume, frequency and exposure to manual handling 
operations through introduction of lifting equipment, modular systems such as palletising and adequate 
well positioned storage areas. 

• We will ensure subcontractors make a suitable and sufficient assessment of any hazardous manual 
handling operation that cannot be avoided.  Where none is made available they will use our format. 
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• Reducing the risk of injury from those operations so far as is reasonably practicable - with particular 

consideration being given to mechanical assistance.  We will encourage subcontractors to allow for 
mechanical equipment in their tenders. 

• Individual assessments will be made where required to assess the suitability of the person for the task. 
 

When the nature of the load or the environment dictates, personal protective equipment will be issued, and will be 
expected to be used by employees. 
Certain high-risk areas have been identified by HSE for particular scrutiny.  One key area is the laying of heavy dense 
concrete blocks and kerbstones.  It is essential that handling of these items is mechanised and where possible reduced 
by design to avoid manual handling tasks.  
 
Handling and Storage of Materials 

 
When unloading or stacking materials, the following points will be adhered to. 

• The vehicle that is delivering the material should not be in a position so as to create a hazard for other 
contractors or members of the public. 

• Suitable protection in the form of barriers or hazard tape will be provided, and a banksman will be present, 
if the delivery vehicle is to be unloaded from a public highway. 

• The route to the point of material storage should be as safe as is practicable, and not made more hazardous 
by obstacles/excavations. 

• Correct machinery and lifting equipment must be used for the task. 
• Certain operations will come under the Lifting Operations and Lifting Equipment Regulations 1998.  This 

will require a method statement, risk assessment and appointment of a competent person to supervise 
the work. 

• Materials must be stacked in a manner so that they do not create a hazard. Materials should not be stacked 
where the ground is unsuitable, in places where children have access, or adjacent to pubic footpaths etc., 
where retrieval could be hazardous. 

• Materials should be stored flat and be kept bound together where feasible.  Pipes must be protected from 
moving by the use of chocks, stakes etc. 

• Roofing materials (particularly trusses) must not be leant against scaffolding as the extra weight may 
compromise the integrity of the scaffold structure  

 
Portable Hand and Power Tools. 
 
All hand tools should be suitable for their intended use. Tools should be inspected prior to use to ensure that guards, 
blades, abrasive wheels, leads and handles etc are in good working order and PAT tested where necessary to ensure 
electrical integrity. Tools that are damaged should be repaired or replaced.  Cold chisels that have a build up of metal 
burr should be trimmed to reduce the risk of cuts or flying debris. Operatives should be trained and conversant with the 
use of power tools.  They should be aware of the general risk involved in the use of power tools including COSHH 
implications, the generation of excessive noise, the principles of machine guarding and the risks related to vibration.  
 

Machine Guarding and Fencing 
 

In essence the Company will ensure that measures are taken in order to: -  
• Prevent access to any dangerous part of machinery 
• Stop the movement of any dangerous part of machinery before any part of a person enters a danger zone. 
 

All guards and protection devices provided shall be suitable for the purpose for which they are provided. Employees are 
forbidden to tamper with guards to machinery with the intent to bypass them so that the machine can be operated. 
Guards to machinery will be inspected on a regular basis.  
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Mobile Plant and Lifting Operations 

 
All operatives shall be trained so that they are competent to drive/ operate any item of plant that they may be required 
to do so in order to carry out their normal duties.  A copy of the certificate or operator’s licence will be kept in the site 
safety folder on the site. Mobile Plant will be subject to at least weekly inspection by the operator and records of such 
inspection will be maintained within the Work Equipment Inspection Register (RM_HSS_007a), regardless of whether 
the owner/operating contractor of the plant holds their own inspection format or not.  
 
Lifting Appliances and Planning of major lifting operations 
All major lifting operations involving cranes undertaken on RM Contractors sites will be undertaken under the provisions 
of a contract lift. If the lifting operation is let to a sub-contractor, that contractor shall be responsible for ensuring the 
crane lifting operation is undertaken under a contract lift. RM will not allow lifts to be undertaken under a normal CPA 
hire agreement. The contractor undertaking the lift will be responsible for providing a full lifting plan that is compliant 
with the Lifting Operations and Lifting Equipment Regulations (LOLER) and the appropriate skilled operatives to 
undertake the lift safely, including slingers and signallers. Evidence of the thorough examination of the supplied lifting 
equipment will be requested by the Project Manager prior to the lift commencing. The Project manager shall complete 
the Lifting Operations Permit (RM_HSS_010g) prior to commencement of the lifting operation.  
 
Inspections of Lifting Equipment and Accessories for Lifting 
Lifting equipment shall be inspected by the operator upon first use and then at suitable regular intervals as defined 
within the lifting plan and a record made within the Lifting Appliance Inspection Register (RM_HSS_008a) regardless of 
whether the lifting contractor holds their own inspection format or not. Accessories for lifting, including strops, chains, 
slings eyebolts and other lifting tackle/ancillaries shall be inspected by the operator upon first use and then at suitable 
regular intervals as required and a record made within the Lifting Appliance Inspection Register (RM_HSS_008b) 
regardless of whether the lifting contractor holds their own inspection format or not. 

 
 

Demolition 
No demolition work will be undertaken until such time as the building has been assessed in relation to, potential 
hazardous contamination, potential hazardous materials in the fabric of the building, in particular Asbestos, potential 
structural issues relating to the sequence of demolition and the need for temporary support and the potential for hidden 
services within the fabric. 
 
Typically, RM undertake only minor demolition and dismantling operations e.g. breaking out new openings for lift shafts, 
partitions, doorways and windows however the above will still apply to the assessment. RM understand that this is an 
activity that requires expertise and special training/ experience therefore a specialist sub-contractor will usually be 
employed. 

 
Temporary Works 
Any element of temporary works required to complete the construction of a project, for example falsework, formwork, 
excavation support, scaffolding, hoardings, structures used for access etc, shall be subject to the following 
appointments: 

• Temporary Works Designer (unless a proprietary system is used, in which case the manufacturers instructions 
will take precedence). 

• Temporary Works Coordinator. 
 

RM shall take steps to ensure the competence of the temporary works designer before appointment. Typically they 
would be sourced and provided by a sub-contractor. RM shall also take suitable steps to ensure that the Temporary 
Works Designer applies the principles of prevention as required by CDM2015 and as described within the CDM2015 
section of this policy. 
 
For all temporary works, there shall be a formal appointment of a temporary works coordinator on site who will be 
responsible for inspecting the temporary works and ensuring that it has been constructed, loaded and struck in 
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accordance with the design and/or manufacturers instructions. The temporary works coordinator would typically be a 
sub-contractor appointee, however where this is not possible, or precluded by other requirements of this policy (i.e. 
Scaffolding Inspections, inspections of site hoarding) this responsibility would be undertaken by the Project Manager 
and/or Safety Consultant. It shall be the Operations Managers responsibility to ensure the appointment of the 
appropriate temporary works designer, coordinator and inspector where required. Inspections shall be recorded in the 
appropriate Temporary Works inspection register (RM_HSS_007c). 

 
Permits to Work 
The Company operates permit to work arrangements on various high risk activities such as lifting operations, and where 
works may cause temporary interruption to safety critical systems e.g. isolation of fire systems etc. In addition we 
operate an area access permit which can be specified to allow or deny access to any area of our construction projects, 
for example if areas are nearing completion and require protection, or there are hazards located within a particular 
zone. The following forms apply: 

• RM_HSS_010d Confined Space Permit 
• RM_HSS_010e Area Access Permit 
• RM_HSS_010g Lifting Operations Permit 

These systems enable the Company to be satisfied that a suitable and sufficient risk assessment has been undertaken, 
and that a method statement has been written and agreed prior to the commencement of work and that the control 
measures required to ensure safety during these operations are in place prior to works starting.  The requirement for 
permits is identified by the requirements of the Client, in the Construction Phase Plan, after the process of the Site Wide 
Risk Assessment, or as part of the site specific RAMS produced for that task.  Permits will be issued by site management 
only and will be signed off at the end of the task as required.  

 
 
Health and Safety Audits & Safety Inspections of Construction Sites 
Health and safety audits will be carried out in designated areas and construction sites to ensure that the company's high 
standard of safety is maintained. Records of these audits will be kept ascertaining whether standards have changed. 
Recommendations arising from the audits will be reviewed by management so that a priority can be placed on what 
actions are to be carried out.  
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OFFICE SAFETY 
 
Office Safety 
The Company is fully aware that accidents can happen in the office, as well as on site, and will endeavour to reduce the 
risk of such an accident by the following means: - 
 

1. Waste paper bins and packing materials should be removed daily. 
2. Management of cables to defined routes, so that they do not present a trip hazard or an over load to a circuit. 
3. Training of employees in the correct use of fire extinguishers. 
4. Check on lights and lighting levels to ensure they are suitable for the tasks being undertaken. 
5. Shelves and storage areas are to be such that stretching and awkward lifting is avoided. 
6. Cleaning chemicals kept away from foodstuffs in the kitchen area. 

 
Health and safety audits will be carried out at regular intervals in the office areas to ensure that the risks of accidents 
are kept to a minimum. Office personnel will carry these out, so that areas can be inspected and commented upon by 
company employees. 
 
Housekeeping 
The Company believes that poor housekeeping can be a cause for accidents.  This includes spillages, articles left in access 
ways and inadequate systems for storage of refuse.  All employees are required to maintain access routes and work 
areas in as clean a state as is reasonably practicable.  
 
Waste materials must not be allowed to accumulate except in suitable receptacles. Stores on shall be kept tidy, with 
materials stored as recommended by the manufacturer. 

 

Welfare 
The Company will use the Workplace (Health, Safety and Welfare) Regulations 1992 and the guidance from the 
Approved Code of Practice as a minimum for its standards for the office environment.  Facilities will be checked 
whenever a general health and safety audit is carried out.  Should an item of equipment fail, the Company will repair or 
replace the equipment as soon as is practicable. 
 
Site Welfare facilities are required by the CDM Regulations 2015. These will typically include the following, 

• Facilities for changing clothes and drying rooms. 
• Drinking waters (cartons or piped supply) and marked as drinking water, with cups or supplied from a 

drinking jet. 
• Facilities for heating water and basic food. 
• Washing facilities with hot and cold-water, soap and towels. 
• Sufficient Sanitary conveniences 

 
All facilities on site will be regularly cleaned and we will keep the level of provision under constant review to ensure it 
remains adequate.  In addition we will ensure adequate pre-planning of the provision to ensure it is maintained 
throughout the construction phase of the works.  This planning will involve minimising where possible the need to move 
or relocate the facilities or move into lesser temporary facilities.  
 
Fire Safety 
Fire Safety in the office environment will be controlled through the fire Risk Assessment, document (RM_PP_003) within 
the RM Safety Management System.  A fire safety risk assessment of RM offices will be carried out at least annually. 
Information and training will be provided to all staff and key personnel with specific duties identified as part of the Fire 
Risk Assessment Process. 
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Fire Equipment 
The Company will maintain fire fighting equipment as deemed necessary for its premises and will inform its employees 
on which type of fire extinguisher is suitable to tackle the different categories of fire.  Servicing of the fire extinguishers 
will be carried out annually by a specialist contractor. 

 

Fire and Emergency Drills 
The Company will hold a fire drill not less than once every year.  Employees will exit the building and assemble at the 
fire assembly point for roll call.  The drill will be recorded in the Office Safety Plan under the Fire Precautions heading. 
 
Visual Display Equipment 
The Company will carry out annual assessments on employees and their workstations, taking into account the criteria 
outlined in the schedule to the regulations, to comply with the Display Screen Equipment Regulations 1992. 
 
The Company will comply with the regulations in that period breaks are made available to DSE users. Records will be 
kept of all assessments made on employees and their workstations. The Display Screen Equipment Work – Guidance on 
Regulations - provides a comprehensive guide on the Regulations and on how to carry out an assessment. The 
Company’s Health and Safety Consultant will carry out these assessments if required.. 
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MONITORING AND REVIEW 
 
Monitoring 
 
In order to understand and evaluate the effectiveness of the policy and procedures detailed above the company will 
arrange for regular proactive monitoring of site and office activities.  Inspections and audits will be carried out and 
reports submitted to the managing directors for consideration.  Employees and employee representatives will be 
consulted regarding the findings of these reports and corrective action will be discussed. 
 
It is regrettable that accidents occur however the company recognise the need to react to these situations in a 
professional and productive fashion.  Reactive monitoring will be undertaken to establish the causes of accidents, 
incidents and instances of ill-health or dangerous occurrence.  Typically our consultant advisor will carry out accident 
investigations where the accident is reportable under the RIDDOR requirements. 
 

Review 
 
There are many influences on the effectiveness and efficiency of this policy and the company take the view that this 
document should live and grow with it.  External factors such as new legislation or approved guidance may dictate the 
need for a review of the policy.  Internal factors such a change in the operational nature of the company or an accident 
or incident will also prompt a review. 

 

In order to keep up-to-date with the latest changes in Health & Safety the company will undertake a full review of this 
policy and procedures document at least once every year.  This review will be carried out in consultation with employees 
and our appointed Health & Safety advisor. 

 

A full review of company documentation in respect of Health & Safety will take place at least once every 12 months.  
Additional reviews will take place where necessary or dictated by accidents, incidents or changing legislation.  We also 
carry out bi-monthly review meetings with our consultant advisor regarding building maintenance operations, training 
requirements and accident/incident reports.  Meeting minutes are logged and form part of the overall annual review. 
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Appendix 1: SSIP Certificate 
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Appendix 2: Covid 19 Guidance. 
 
Returning to Work: 
This will involve (assuming 3 in a crew) 2 vehicles going to site, one with 2 men in and the other single occupancy. We 
will issue hand sanitiser, disposable gloves, anti-bac wipes, face masks and a thermometer gun. 
Each member of staff must declare their personal health situation each day, their temperature checked, and if there is 
any temperature varying from normal (36.5-37.5 degrees C), the operative will be sent home at that point and self-
isolate for 7 days as per guidelines.  
Entering the vehicle, either sanitise with anti-bac wipes or wear disposable gloves provided. Within the van, face 
masks are to be worn at the discretion of the occupants, both must be in agreement, if not then compulsory mask 
wearing will be enforced, windows are to be kept open until arrival on site. 
Upon arrival use hand sanitiser gel before leaving the van. 
 
Signing in on site will now be as follows: 
All customers I have spoken too, are happy for you to complete the clearance certificate, then just ask the name of the 
site manager, and write this on the form, then take a photo of them for verification. Maintaining 2 metre separation 
at all times. If anyone on site has issue with this call the RM office prior to continuing. 
Working on site will require more barriering off. If it is a larger job, re-underline for example, heras panels will be 
supplied, if a smaller job additional barriers will need to be taken to site. Once you have barriered off your working 
area, it will then be the responsibility of each member of staff to maintain as best as possible the 2 metre social 
distancing. Anybody continually ignoring this will be stood down immediately. 
Works will then continue as normal. Signing out will be the same as signing in. 
Regular handwashing and use of hand sanitiser must be carried out as a matter of course! 
Obviously none of the above can ensure that all work activities are 100% safe, we need to be realistic and common 
sense will very much need to be applied! 
We will put the procedures in place, and give you the means to carry out work as safe as possible, but at the end of 
the day, work on site will be down to you. You will need to be honest about your health not just for your sake, but 
your colleagues, staff at the sites, and the general public. 
 

 
Site Specific Covid 19 Procedures 
 • You MUST only come into work if you are well and no one in your household is self-isolating or considered 
vulnerable.  
• If you have any symptoms of Coronavirus do not attend site and inform your supervisor.   
• If you become unwell whilst on site, inform your supervisor, distance yourself from other workers and return home 
immediately. A coronavirus test must be completed and must return a negative test result before you can return to 
work. Tests can be ordered from https://www.gov.uk/apply-coronavirus-test   
• Any worker found to be non-compliant with the guidance will be removed from site immediately.   

 
Travelling to site 

Operatives and visitors are to travel to site using their own transport and alone where possible.   
Where this is not possible the following guidance must be followed: 

• Vehicles should be shared by the same individuals; with the minimum number of people and good ventilation e.g. 
windows open.  • Sit as far away from other occupants as possible and face away from each other. Face masks or face 
coverings are recommended to be worn by occupants when sharing a vehicle.  • Vehicles are to be cleaned on a 
regular basis, focusing on contact points such as door handles. • Wash your hands prior to entering and after exiting 
vehicles, or use hand sanitizer if soap and water are unavailable • Use public transport as a last resort • Social 
distancing guidance on public transport must be followed rigorously.  
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Arriving on site 

Maintain 2 metre social distancing when queuing to enter or exit site You must maintain social distancing and allow 2 
metres for colleagues to pass.   

 
Welfare Facilities 

In order to prevent the spread of the virus the following procedures must be adhered to when using site welfare 
facilities.  

All operatives must wash their hands with soap and water for at least 20 seconds before and after use of any site 
facilities (or the shop).  • If Operatives are to bring pre-prepared meals and reusable drinking bottles from home these 
must be clearly marked with the operative’s name clearly visible on it. No items are to be shared between individuals.  

Toilet Facilities; • In order to maintain social distancing only ONE person is to the use facilities at any one time. • You 
must still make yourself known by calling before entering any of the welfare facilities and do not enter until you are 
satisfied the facilities are vacant • All operatives must wash their hands with soap and water for at least 20 seconds 
before and after use of facilities.  • Leave the facilities clean after use ready for the next user  

 
Working on site  

• Follow all signage, directions and one-way systems that are in place at all times • Where one-way systems cannot be 
implemented you must allow a minimum of 2 metres to colleagues to pass  • Avoid touching any surfaces not 
associated with your works • All tasks which require working in close proximity to others are to be risk assessed to 
determine if any other arrangements can be implemented to eliminate/ minimise close working.  • Where works 
require close contact the same operatives are to be utilised.  • Workers are encouraged to work facing away from 
each other or side by side where possible and not face to face. • Plant operators must wash their hands with soap and 
water for at least 20 seconds prior to and immediately following use of machinery. Equipment is to be cleaned after 
use if another operator will be using the equipment. • Sanitise your hands frequently between washing using the pop-
up sanitising stations positioned around the site  

• Place materials as close to work area as possible to avoid unnecessary movements around site • Wash your hands 
before and after using PPE, if soap and water are unavailable use hand sanitiser  • Each work area MUST be cleaned 
and all rubbish removed by the contractor who produced the waste • Stop work and report to your manager if works 
are unsafe to proceed  

 
Deliveries  

• Drivers are to remain in their vehicles until instructed by the Site Foreman  

• Mechanical offloading to be utilised where possible   

• Contactless facilities to be used to sign for deliveries   

 

 


